
 
           

New for 2009!    
High End Performance C7 IEC Connector 

   
FI-8 N (Set screw Type)               

Features 
• Furutech’s unique female conductor design features α (Alpha) Beryllium copper and 

Phosphor Bronze conductors 
• Material: Nylon/ fiber glass body/caver and polycarbonate cable clamp.  
• Specified for cable outer diameters of 6.0mm ~ 13.0mm 
• Wire accommodation: Max. 2.4mm dia.(Solid core) // 2.0 Sq.mm/14AWG (Strand wire)  
• Connections: Set screw. 
• Dimensions: 36.8mm X 28.2mm X 71.0 mm ± 0.5mm overall length 

 
Construction Image 

       
FI-8 N Set screw model construction            

 
 



What the Critics Say about Furutech Connectors 
 

“One last comment has to go to the finish of the connectors … Tolerances are spot on, the 
stuff goes in smoothly, locks and unlocks without any undue play … There's something 
luxurious and silken about the Furutech connectors. Like fine Swiss watches. This stuff also 
routes and drapes easily. … Since it does perform to a very high standard, getting the tactile 
satisfaction and pride of ownership bits thrown into the bargain is worth mentioning. 

 -- Srajan Ebaen, 6moons.com 

 
 
 
 
 
 
 
 
 
 

Make A More Powerful Connection with Furutech! 
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